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CAPPING SYSTEM



To be incorporated in to cladding specification and read with Preliminaries/General conditions.

522H92/
CAPPING SYSTEM  (insert location or identification)

· Drawing reference(s): (insert)

· Primary support structure: (insert brief description of supporting)


Manufacturer and reference: CGL Systems Ltd, 2 Young Place, Kelvin Industrial Estate, East Kilbride G75 0TD

           Telephone: 01355 235561

           Fax: 01355 247189

           E-mail: sales@cglsystems.co.uk


Type: CGL CAPPING SYSTEM



Material: Aluminium to EN1396, 3103H14 alloy – for PPC finish option / EN1396, 5754H42 alloy – for precoat option  (indicate choice)


Thickness: 2mm / 3mm



Finish: Polyester powder coated to BS 6496 / CW300 PVDF Coil coated. 70/30 two coat system (indicate choice)
           Colour: (notify)


Fixings:  No exposed fixings. Capping secured by hooking over B84 support straps. 



Joint type: B84 proprietary aluminium extruded support/jointing strap, typically at 600mm centres, with anti-rattle neoprene extusions. No sealants or mastics to be used. PVC serrated levelling pieces.



Joint width: 3mm for expansion



Installation:  Fix in accordance with manufacturers recommendations.

